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SECTION B-B (500 [12.70]) - -

NOTES:

1. THIS IS A UHV PART, ELECTROPOLISHING B
IS NEEDED BEFORE WELDING. PRIOR TO 020 A -A-
ELECTROPOLISHING, THE PART NEEDS TO GO
THROUGH A MULTIPLE STEP CLEANING PROCESS

INVOLVING DEGREASING, WASHING AND DRY SECTION A_A

NITROGEN BLOW DOWN.

2. CHAMBER ASSEMBLY SHALL BE LEAK TESTED
USING A MASS SPECTROMETER WITH
MINIMUM SENSITIVITY FOR HELIUM
OF 2 X 10 -10 STANDARD CC/SEC PER
LEAK METER DIVISION, SUCH AS

ALCATEL SAM-110TCL .
Du PONT CEC 24-1208 A2338200 || P4105090602'310801701J2 TRANSITION PIPE 2-ID-E, LEAD COIL | LEADGRADE'C'
VARIAN MS-9, MS-90 OR MS-18 Il TUBING : 5.25[133.35] 0.D. x .125[3.17] WALL | 04 SS
CALIBRATION OF THE LEAK DETECTOR ASSEMBLY PROCEDURE: YT H ] 5?:::22;5 FLS";GE:;(?I[; x2.0010 MDCS CAT, 10?&; 83 22
P4105090602:310201.0 :8°0.D.x4001,
SENSITIVITY SHALL BE PERFORMED JUST 1. WELD 4.0" TUBE (ITEM 3) TO 8.0" FLANGE (ITEM 1)
PRIOR TO TESTING. TUBING : 4.00[100.00] O.D. X .125[3.17) WALL | 04 SS
2. SLIDE SHIELDED CAN IN PLACE - LOG NO. TEM DWGIPART NUMBER NOMENCLATURE OR DESCRIPTION MATERIAL [ SPEC. qQry
FINAL TEST WILL CONSIST OF SURROUNDING [WELD 5.25" TUBE (ITEM 4) TO END PLATE (ITEM 6) PARTS LIST
THE CHAMBER (BAGGING) WITH HELIUM. THE AND INSERT LEAD COIL (ITEM 5) ]. UNLESS OTHERWISE SPECIFIED: | LoG NUNGER. THS DRANIG 15 THE PROPERTY OF

CHAMBER WILL BE REJECTED IF A 2% DEFLECTION 3. WELD 4.0" TUBE (ITEM 3) TO 6.0" FLANGE (ITEM 2). e e /A2326100 ! ARGONNE NATIONAL LABORATORY

@

ON THE MOST SENSITIVE RANGE OF THE LEAK DECIALS. ANGULAR.
DETECTOR IS SENSED WITHIN 1 MIN. 1 s . A
PR oravmBY oure CHEF DESGN ENGIVEER | DATE,

X - o me
3. KEEP THE PART CLEAN, AND WRAP FOR UHV oo st ) |R.SWANSON | 8/20/9% ADVANCED PHOTON SOURCE
PACKING WITH ALUMINUM FOIL.

SURFACE ROUGHNESS. creckep By P LeAvER,

4. DIMENSIONS IN [ ] ARE MILLIMETERS B —— T SANCHEZ | sr2ores ’ U2 TRANSITION PIPE 2-ID-E

5. SHIELDED CAN SHALL BE TO SLIDE FREELY ACCORANCE W LTEST A i1 ASSEMBLY

6. THIS UHV PART MUST BE BAKEABLE TO 170 C. ° BB A A T SANCHEZ 8r29/% e o e
et 5 p4105090602.310800-00

REVISIONS DONOT SCALE GRANG sheer
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